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2-WAY PEDESTRIAN SIGNAL HEAD,

7' MIN, 10" MAX

/AS REQUIRED BY PLANS

(AIM AS REQUIRED)

POST-TOP MOUNTED BRACKET W/CENTERPOST

%Jg/ WITH 4-1/2" SLIP FITTER (TO
MATCH NUMBER OF SIGNAL FACES)

e

Watch For
Vehicles

~AL DON'T_START]|

S | S
- I~ If Started

FLASHING

STEADY
DON'T CROSS

TO CROSS
PUSH BUTTON

STANDARD R10-3 (B-E)
9 x 12 INCH SIGN (ARROW
TO MATCH APPLICATION)

PEDESTRIAN PUSH-BUTTON

3! 6”

O

4-1/2" 0.D. ALUMINUM PIPE

/TRANSFORMER BASE, IF REQUIRED

HANDHOLE

NP

SHEET 30F 4
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1-WAY PEDESTRIAN SIGNAL HEAD,

AS REQUIRED BY PLANS
(AIM AS REQUIRED)

POST-TOP 4-1/2" SLIP FITTER——— |

SHOE BASE,

HAND HOLE - |

IF TRANSFORMER

BASE NOT REQUIRED

1. CONNECT PUSHBUTTON TO CONTROLLER CABINET USING LEAD-IN CABLE.

—

U

7' MIN, 10’ MAX

NOTE

BOND PUSHBUTTON HOUSING AND ALL METAL COMPONENTS TO CABINET
GROUND USING CABLE GROUND.

2. REFER TO ROADWAY STANDARD DRAWING 1743 FOR FOUNDATIONS.
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ENGLISH STANDARD DRAWING FOR
SIGNAL HEADS
PEDESTRIAN ASSEMBLIES-PEDESTAL MOUNTING
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